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743.25M Hz Band-Pass Filter

FB-743.25M is band passfilter with very high stop-band regjection ratio. FB-743.25M low insertion loss
and high attenuation in stop band providesfor possibility of very flexible design of CATV-networks.

Technical specifications:

Par ameter Specification Unit
Center frequency 743.25 MHz
Insertion loss at center frequency <6 daB
Bandwidth 0.5dB 34 MHz
Bandwidth 40dB 128 MHz
Attenuation in stop-band >50 typ. dB
Return loss: >12 dB
Impedance 75 Q
Connector type

Port 1 F-female

Port 2 F-male
Dimensions 94x21x21 mm

1 Active ChiTrace 2 Response 3 Stimulus 4 Mkr/Analysis 5 Instr State

MEA 521 Log Mag 10.00dB/ Ref 0.00048 [F2]
20.00 .
1 72 imoa ke t3anz Figure 1: FB-743.25M.
3 £52.0000000 MHz -53.63% 4B
10,00 f=4 906.0000000 MHz -50.336 dB
0.000 4
-10.00
-20.00
e Figure 2: FB-743.25M transfer
function in 620-880M Hz band.
-E0.00
-g0.00
-F0.00
il
-80.00
1 Start 620 MHz IFR 30 kHz Stop 230 MHz IEER]T

2009-04-09 13144

1 Active ChyTrace Z Response 3 Stimulus 4 MerfAnalysis 5 Instr State

M 521 Log Mag 10.00dB/ Raf 0.000dE [Fz]
T e 2na0000 Wiz -7.5462]
2 760.2500000 MHz -3.2663 dB
3 652.0000000 MHz -54.710 dE
10.00 | =4 S06.0000000 MHz -50.504 dB
0.000 aq
-10.00
-20.00
Figure 3: FB-743.25M transfer
o function 300kHz-1GHz band.
-50.00
-50.00
-70.00 t
-g0.00
11 Star 200 kHz IFB 30 kHz stop 1 GHz RN

2003-04-09 13:45

Rantelon Ltd.  +3726813650 ¢« FAX: +3726813651 * www.rantelon.com ¢ rantelon@rantelon.com



http://www.rantelon.com
mailto:rantelon@rantelon.com

